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Contents: 
 
• A Pavement Strength Form showing project history, latest Pavement Condition Index (PCI) data, 

pavement strength ratings (if available) and other useful information 
• A Pavement Condition Survey – PCI Sample Unit Layout Plan 
• PCI maps showing as-measured and predicted pavement conditions 
• Age map showing pavement age as of January 2004 
• A Branch PCI Condition Report 
• A Section PCI Condition Report 
 
Airport Information: 
 
• Location:  

The Healy River Airport is located approximately 1 mile east of the Parks Highway in Healy, 
Alaska.  Healy is located approximately 12 miles north of the Denali Park Road.  The Usabelli 
Coal mine and Electric Power Plant is nearby. 

• District: Interior District of the Northern Region 
• Airport Manager: Jay Bottoms 
• Maintenance Foreman: Curt Mercer 
• Pavement Surface:  Asphalt Concrete 
• Last Pavement Construction: 1996 
• Pavement layout: Runway 15-33, 4 taxiway’s, and 4 Aprons. 
• Design Aircraft: Twin Otter 
• 2003 Enplanements: 76 – down 30% from 2002 
• Airport Class: Non-Primary 
• Last pavement condition survey:    2002 
• Next planned pavement condition survey:   2005 
• 2004 reported pavement maintenance and/or changed conditions: 

No pavement maintenance done and no changed conditions to report 
• Recommendations: Maintain pavement by crack sealing cracks wider than ¼” and patching as 

needed. 
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(SqFt)
True Area

Use
Number of 
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Deviation
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Average

PCI
Average
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Sum Section
 Length

(Ft)

Avg Section
Width

(Ft)

100 (TAXIWAY A) 1 5,811.00 TAXIWAY 72.00 0.00 72.00120.00 35.00

200 (TAXIWAY B) 1 6,348.00 TAXIWAY 71.00 0.00 71.00120.00 35.00

300 (TAXIWAY C) 1 5,274.00 TAXIWAY 79.00 0.00 79.00120.00 35.00

400 (APRON/TAXILANE) 1 125,000.00 TAXIWAY 88.00 0.00 88.002,500.00 50.00

4100 (SOUTH APRON) 1 58,500.00 APRON 87.00 0.00 87.001,170.00 50.00

4200 (APRON #2) 1 19,074.00 APRON 78.00 0.00 78.00150.00 120.00

4300 (T/W B APRON) 1 19,074.00 APRON 84.00 0.00 84.00150.00 120.00

4400 (NORTH APRON) 2 58,260.00 APRON 86.00 1.00 86.39547.00 110.00

6100 (RUNWAY 15-33) 1 187,200.00 RUNWAY 83.00 0.00 83.003,120.00 60.00
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Age
At

Inspection

Last
Inspection

Date(SqFt)
True AreaLanesRankUseSurfaceLast

Const.
Date

Section IDBranch ID PCI

08/01/1997100-01100 (TAXIWAY A) 06/04/2002 72.00AC TAXIWAY P 1 5,811.00 5

08/01/1997200-01200 (TAXIWAY B) 06/04/2002 71.00AC TAXIWAY S 1 6,348.00 5

08/01/1997300-01300 (TAXIWAY C) 06/04/2002 79.00AC TAXIWAY P 1 5,274.00 5

08/15/1996400-01400 (APRON/TAXILANE) 06/04/2002 88.00AC TAXIWAY S 1 125,000.00 6

08/15/19964100-014100 (SOUTH APRON) 06/04/2002 87.00AC APRON S 0 58,500.00 6

08/15/19964200-014200 (APRON #2) 06/04/2002 78.00AC APRON T 0 19,074.00 6

08/15/19964300-014300 (T/W B APRON) 06/04/2002 84.00AC APRON T 0 19,074.00 6

08/01/19964400-014400 (NORTH APRON) 06/04/2002 87.00AC APRON S 0 40,463.00 6

08/01/19964400-024400 (NORTH APRON) 06/04/2002 85.00AC APRON S 0 17,797.00 6

08/31/19966100-016100 (RUNWAY 15-33) 06/04/2002 83.00AC RUNWAY P 1 187,200.00 6
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PAVEMENT STRENGTH SURVEY
STATE   Alaska CITY  Healy River AIRPORT   Healy River  This is a variation of FAA Form 5320-1-1

  CONSTRUCTION DATES

IDENT. NAME ORIG. OVERLAY
CONSTRUCTION 

AGENCY
SOURCE OF 

INFORMATION

Existing Pavement 
Conditions (PCI) at 

last inspection Soil Class
Subbase 
Course

Base 
Course

Surface 
Course Overlay

Pavement 
Strength

RUNWAYS  
6100-01 Runway 15-33 1996 AK DOT&PF Project # 65753 83 FG-1 6" CABC 1.5" AC S12.5

TAXIWAYS

100-01 Taxiway A 1997 AK DOT&PF Project # 65753 72 FG-1 6" Borrow Emb. 6" CABC 1.5" AC
200-01 Taxiway B 1997 AK DOT&PF Project # 65753 71 FG-1 6" CABC 1.5" AC

300-01 Taxiway C 1997 AK DOT&PF Project # 65753 79 FG-1 6" Borrow Emb. 6" CABC 1.5" AC

400-01 Parallel Taxiway/Taxilane 1996 AK DOT&PF Project # 65753 88 FG-1 6" Borrow Emb. 6" CABC 1.5" AC

APRONS

4100-01 South Apron 1996 AK DOT&PF Project # 65753 87 FG-1 6" Borrow Emb. 6" CABC 1.5" AC

4200-01 Apron #2 1996 AK DOT&PF Project # 65753 78 FG-1 6" Borrow Emb. 6" CABC 1.5" AC

4300-01 Taxiway B Apron 1996 AK DOT&PF Project # 65753 84 FG-1 6" Borrow Emb. 6" CABC 1.5" AC

4400-01 North Apron 1996 AK DOT&PF Project # 65753 87 FG-1 6" Borrow Emb. 6" CABC 1.5" AC

4400-02 North Apron 1996 AK DOT&PF Project # 65753 85 FG-1 6" Borrow Emb. 6" CABC 1.5" AC

REMARKS:
1.  This Airport serves single and twin General Aviation Aircraft

Date of Site Inspection: 6/4/2002 Evaluated By: R. S. Gartin 5/11/2005 PAGE 1 of 1
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Pavement Condition Index - PCI
Measured Values for the Year 2002

PCI Values     General Pavement Recommendations

85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance

55 - 59      Rehabilitate

40 - 54      Rehabilitate

25 - 39      Reconstruct

10 - 24      Reconstruct

0 - 9          Reconstruct

70 - 84      Preventative Maintenance
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Pavement Condition Index - PCI
Predicted Values for the Year 2004
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Pavement Condition Index - PCI
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